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LD Systems WS Eco 2BP G1
Artikelnummer: 22LD456

116,00 €

Funkmikrofon System mit Belt Pack und Gitarren Kabel 863,100 MHz

Beschreibung
LD Systems bietet mit dem ECO Sets den perfekten Einstieg in die drahtlose Audioübertragung. Alle Komponenten
garantieren eine optimale Audio-Ausgabe über professionelle Ausgänge.
Die ECO Series Sets verfügen über eine umfangreiche Ausstattung die in der Preisklasse einmalig sind. Alle Systeme
können im anmelde- und gebührenfreien Frequenzband von 863 - 865 MHz in Grossteilen der EU problemlos betrieben
werden.

1 Kanal UHF PLL Diversity Wireless System

Gitarren Version

Belt Pack mit Eingangspegelregler und Mute Funktion

Lange Batterielaufzeit

Große Reichweite (bis 50 m)

1 voreingestellte Frequenz: 863.100 MHz
Belt Pack Specifications:

Max. Audio Input Level: 0 dBV ~+20 dBV

Gain Adjustment Range: 30 dB

Input Impedance: 470 KiloOhm

Dimensions (H x W x D): 85 x 65 x 23 mm

Weight: 80 g wihout batteries

Battery: 2 AA Alkaline Batteries for > 8 hours service
Receiver Specifications:
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Audio Output Level Max.: (Ref +/- 30kHz, 1 kHz)

XLR (into 600 Ohms load): -12 dBV

Jack (into 3000 Ohm load): -18 dBV
Output Impedance:

XLR: 200 Ohm

Jack: 1 kilOhm
XLR Output: Impedance balanced

Pin 1: Ground

Pin 2: (+)

Pin 3: (-)

Image Rejection: > 90 dB

Dimensions (W x H x D): 23,5 x 4,4 x 11,8 cm

Weight: 370 g

Power Requirements: 12-18 V 400 mA, external power supply


